
PRELIMINARY

•	 Ultra-Thin	Depth	Cabinet	Design

•	 720p	HD	CineSpeed®	Display	with	LED	Backlighting

•	 DynaLight™	Dynamic	Backlight	Control	for	Deep	Black	Levels

•	 Photo	Frame	Capability	and	MP3	Playback	via	USB

•	 Gaming	Mode	for	Fast	Game	Controller	Response

•	 2	HDMI®	Digital	Inputs

•	 PC	Input	(15	Pin,	D-sub)

•	 ATSC/QAM	Digital	Tuner	for	Over-the-Air	and	Cable-in-the-Clear	Digital	Tuning

32SL400U
720p HD LED TV



CABINET	 	

	 Screen	Size	(measured	diagonally)	 31.5”	

PANEL	 	

	 Backlighting	System	 LED
	 Resolution	 720p	HD
	 CineSpeed®	LCD	Panel	 3
	 DynaLightTM	Dynamic	Backlight	Control	 3

VIDEO CHASSIS	 	

	 Cinema	Mode	24fps	Capability1	 3:2	Pull-Down
	 TheaterWide®	Picture	Sizes			 Natural,	TheaterWide	1/2/3,	
	 		 Full,	4:3	HD,	Native	and	Dot	by	Dot
	 Gaming	Mode	 3
	 Picture	Preference	Modes	 Sports/Standard/Movie/PC/Preference
	 Color	Temperature	Control	 3
	 Static	Gamma	 3 
	 Digital	Noise	Reduction	 3

AUDIO	 	

	 Speaker	System	 Invisible	
	 Mute/Half	Mute	 3

CONVENIENCE	 	 	

	 Built-in	TV	Tuning	 NTSC/ATSC/QAM	in	the	Clear
	 Auto	Aspect	Control	 3
	 Photo	Frame	Capability	 3
	 Channel	BrowserTM/Favorites	 3
	 Sleep	Timer	 3
	 Remote	Control	 3
	 ENERGY	STAR®	Qualified	 3

JACK PACK	 	 	

	 HDMI®	Digital	Inputs	 2
	 HDMI®-CEC	Control2	 3
	 ColorStream®	Component	Video	Input	 3
	 Rear	Audio/Video	Inputs	 3

	 USB	Port	 1
	 PC	Input	(15-Pin	D-Sub)	 3

	 Digital	Audio	Output	(Optical)	 3
	

PRODUCT & PACKAGING

	 VESA®	Mounting	Pattern3	 200mm	x	200mm
	 Unit	Dimensions	(WHD)	in.	(with	stand)	 30.53	x	20.18	x	7.87
	 Unit	Dimensions	(WHD)	in.	(without	stand)	 30.53	x	18.86	x	1.38
	 Carton	Dimensions	(WHD)	in.	 38.03	x	21.81	x	5.43
	 Unit	Weight	(with	stand)	 lbs
	 Unit	Weight	(without	stand)	 lbs
	 Carton	Weight	 lbs
	 UPC	Code	 022265003947

32SL400U
Fantastic	picture	quality	and	performance	with	the	benefits	of	LED	Backlighting,	all	in	a	compact	package.		The	SL400	also	has	an		
eye-catching	design,	making	it	a	welcome	addition	to	any	bedroom,	spare	room,	or	kitchen.

LED	TV	is	part	of	the	Toshiba	LCD	TV	line.
1Requires	content	created	in	24	frames/second.	
2Use	of	HDMI®-CEC	feature	requires	an	HDMI®-CEC	compatible	peripheral	device.		Depending	on	the	specifications	of	your	device,	some	or	all	HDMI®-CEC	functions	may	not	work	even	if	your	device	is	HDMI®-CEC	compatible.
3If	you	decide	to	wall	mount	your	Toshiba	television,	always	use	a	UL	Listed	wall	bracket	appropriate	for	the	size	and	weight	of	the	television.

PRODUCT	DESIGN	AND	SPECIFICATIONS	SUBJECT	TO	CHANGE	OR	MODIFICATION	WITHOUT	NOTICE.
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CineSpeed,	ColorStream	and	TheaterWide	are	registered	trademarks	of	Toshiba	America	Consumer	Products,	L.L.C.		Channel	Browser	and	DynaLight	are	trademarks	of	Toshiba	America	Consumer	Products,	L.L.C.	ENERGY	STAR	is	a	
registered	mark	owned	by	the	U.S.	Government.	HDMI	is	a	registered	trademark	of	HDMI	Licensing	LLC	in	the	United	States	and	other	countries.	VESA	is	a	registered	trademark	of		VIdeo	Electronics	Standards	Association.


